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The depth finder produced at Koepenick radio

designated H3-5P consists of 8IX seperate units,:
finder proper, the echograph (recorder),

regulating resistance and filter. Auxiliary uhits
and two oscillators. The outer measurements of the casings are as

follows:
echograph - 300 x 470 x 270 mm
depth finder 350 x 240 x 190 mm
amplifier 290 x 250 x 170 nm

impulsing eircuit

300 x 280 x 200 mm

eering plant and

" namely the depth
amplifier, impulsing circuits,

are orne transformer

The instrument is capable of the following ranges:

gchoeraph

Tumbler switch position Rptary switch position Ranges

ooooloo I 0000060 m
L) II w°ooloo m
L III 9oo ...150 m
. v 140000200 m
® v \ lSOoGQZLO m

10 PO +500 I . 0..3300 m
" 11 4000340 m
" III . 900 00390 m
. v 140, .0440 m
» v 1805..480 m

Depth finder

2 ranges I Othrough 100 m

II 0 through 500 m

The chassis are suspended in casings providad with rubber buffers. The
spring euspension is rather hard. The resistances have quite unusual
values, such as 9.5 K~Ohm, 83 K-Ohm etc, Some of the resistances are
designated in colored code, others are enlettered in clear. The
specifications and neasurements of the condensors and resistances agree
with those generally found in the GDR. Larger condensors are designed

as electrolytes, smaller ones are desi
the latter condensors are mainly used

QRCR W ’

gned a8 MP.type or paper condensor s;
a8 coupled-concensors 0
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(Kopselkoncensztoren), The condensors are enlettersd B 3 P, The inner
cabling of the set is made of "marine inner cabling” (MIL)., All
individual parts sre designed corrosion-proof, or they are nickle=
ceated or treated by an sloal prooess.

The amplifier incorporates a tuned input circuit, a resonante anpiifier
stage, a resistance arplifier stage, a thyratron=final stage for the red
1icht indicctor device, and a pentode final stage for the echograph
recorder, The arplifier is alternately used for the echogranh or for the
depth finder proper and is aquipned with the folloving tubes:

2x6¥8

l1x7Tr 1-0,11,3 (Thyratroa)

1xé6n 3 (final tube)
1lx54 4¢ (tvo=tmy rectifier)

The echiozraph incorporztes the recording daviec.z A rotating arm perforns
the recording operation. The feed of paper is vertical. The side wall of
the easing of the echogruph aarries the tumbler switch for the cource
recording from O through 100 m and O through 500 m; and the front plete
has a rotary switch that is used as a stage switch.

Tha set~up and operating procedure of the impulsing circuit is the sane
as with all equipmént produced gt the Koepenlek radio enginsering plant.
It is squipped with the following tubes: 3x 54 4 C

condensor (Stosskordensator) 1 1.50F / 1,500 V .

Voltage 1 1.000 V

resonance frequency $ 22 KHz

For the red 1ight indicating device, O through 100 and O through 500 m
rangee can be salected by meana of a tumbler switch. ‘

1:@&.‘ For mvyitching diagrem and fac:tory. plate of the H 3 = 5 P set

see Annex 1.

ZGZEMh For sketch of the recording device cf the echograph see
Annex 2,

SECRET
Sanitized Copy Approved for Release 2010/03/24 : CIA-RDP80T00246A036000050001-6

25X1

25X1

25X1



Sanitized Copy Approved for Release 2010/03/24 : CIA-RDP80T00246A036000050001-6

| 25X1
Annox ’ 25X1
1956 |I” =220 |V
N¢ . BEC
1048 1304 K
~ohne MaBstab
N}
S

25X1

. Sanitized Copy Approved for Release 2010/03/24 : CIA-RDP80T00246A036000050001-6 !



ol
B
Tae .

KPS s
T

ol

‘Sanitized Copy Approved for Release 2010/03/24 CIA RDP80T00246A036000050001 -6

B RS

\ .y

Tiefenmerken
(wdnden suto-
- matisch ge-

sd‘\ﬂcb 4

5

+ cCDET” “ w

SECRET

Annex 2

Kontaktscheibe
¥ (im Gerat)

/

rotierender Arm

Skala in m

Sanitized Copy Approved for Release 2010/03/24 : CIA-RDP80T00246A0360000500071-6 .oommmns’

- Nadel

l Papiervorschub -

t,w

Sktzze des Schrelbgeré‘les

: ._"Jeﬂsche Echograf-und EcholoTanlagg_T ypH3I/1- 5P“

¢ 25X1
I

/



